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SECTION A-A

!

NOTES:
1. MATERIAL:
1. HOLDER: PVC, COLOR BLACK.

2. CONTACTS: COPPER ALLOY, TIN PLATED.

2. RATING: MAX 20A, 32 VDC

TOLERANCES UNLESS OTHERWISE SPECIFIED (REF ISO 2768-fH)

>6to | >30to [>120 to
5t03(>3t06 30 120 400 ANGLE
+0.05| +0.05 [ +0.10 | +0.15 | +0.2 NONE

DIMENSIONS ARE SHOWN IN MILLIMETERS. DIMENSIONS AND TOLERANCES ARE
DEFINED ACCORDING TO ANSI/ASME Y14.5-1994.

. FIT/ FUNCTION CRITICAL CHARACTERISTICS

<S>

SAFETY/ COMPLIANCE CRITICAL CHARACTERISTICS SYMBOL

CPK

DENOTES CPK DIMENSIONS MINIMUM CPK VALUE

DENOTES A CHARACTERISTIC THAT PROVIDES AN INDICATION OF PROCESS
PERFORMANCE.PROCEDURE FOR MEASUREMENTAND TRACKINGTO BE DEFINED
IN LITTELFUSE INSPECTION INSTRUCTIONS

CP

PER CHI-NPD20-0008 PROCEDURE

DENOTES CP DIMENSIONS, -MINIMUM CP VALUE MUST BE WITHIN THE
DIMENSIONAL LIMITATIONS SHOWN ON DRAWING AND INITIALLY LOCATED
TO ALLOW FOR MAXIMUM TOOL LIFE
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